Direct Mounting Suspension System
Installation Instructions

Grille Panel With Batten - GPWB MCM

Typical Panel Details featuring Individual Panel A Ll



Direct Mounting Suspension System

Installation Instructions

1. Components:

12Ga Hanging Wire
As Required

T-Bar Grid
by Installer

Main T-Bar
Every 2' O.C.

Cross T-Bar
As Required
Black Powder Coated 7 2w
Aluminum Batten ' J?’J/Q
Every 1' O.C. sz/

Wood Blade

Notes;

Grille Panel With Batten (GPWB) can
enhance acoustics via sound absorbing
material like HDF (1/8" Thick High Density
Fiberglass) placed over the Panel.

Pre-assembled
Grille Panel Module
Supplied by MCMA.
Sizes Will be Adjust-
ed Based on
Individual Layout

Self Tapping Screw
#8x11/4"
By Installer

MCM
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Direct Mounting Suspension System
Installation Instructions

2. Review Installation Drawing (Grille Panel Layout + Details):

1225 12" 12" 12" 12375"
_ otart_ Inter. Infer. Inter. End

Black Powder Coated
Aluminum Batten

/Wood Blade / Slat

DIRECTION OF PROGRESSIVE INSTALL

Note:

Grille panel layout shown above is typical for panel sizes 48"
(1219mm) long x 12" (304.8mm) wide. Maximum length is 10’
(3048mm). Please contact MCM Acoustical for any project

specific questions that you may have.
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